


























11. OPERATION

Always turn on the hood before begining cooking in order to establish an air flow in the kitchen. Let the blower run for a few minutes
to clear the air after turning off the range.

RockeER SwitcH CONTROL
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A. ON/OFF BLOWER AND SPEED CONTROL SWITCH:
This 3-position rocker switch controls the blower speed. Pressing on left side (1) will result in low speed operation, while
pressing on right side (2) will turn on the blower to high speed. To stop the blower operation, set the rocker switch to the
central position (0).

B. ON/OFF LIGHTING CONTROL SWITCH:

This 3-position rocker switch controls the lighting. Press either on left side (1) or right side (1) to obtain full lighting.
To shut off the lights, set the rocker switch to the central position (0).

MecHANICAL PusH-ButToN CONTROL
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A. OFF BLOWER SwITCH:
Press on this switch to stop the blower operation.

B. SPEED BLOWER SWITCHES:
Press on left switch (1) to turn on the blower on low speed, on middle switch (2) to turn on the blower on medium speed, and
on right switch (3) to turn on the blower on high speed.

C ON/OFF LIGHTING SWITCH :

Press on this switch to turn on the fluorescent lights, and press again to turn them off.
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12. SERVICE PARTS

MODEL ESB10, ESN10 AND ESV10
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Z 1 E N
T
KEY| PART | DESCRIPTION QTY
No.| No.
1 13296 ADAPTER/DAMPER 1
2 03623 FLUORESCENT LAMP 2
3 01752 LIGHT DIFFUSER 1
4 01988 BLOWER WHEEL 1
5 01757 INLET RING 1
6 14131 MICROMESH FILTER (THE PAIR) 1
* | voe727 INSTALLATION & USER MANUAL 1
. 04281 HARDWARE BAG: (1) WIRE CLAMP, (2) WIRE CONNECTORS, 1
(6) NO. 6 X 1/2” SCREWS, (5) NO. 8 X 1/2” DOUBLE THREAD SCREWS
* Item not shown
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MODEL ESC270
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KEY| PART
No. [ No. DESCRIPTION QTY
1 13296 ADAPTER/DAMPER 1
16153 SMOKED GLASS 1
13296 GLASS HOLDER BLACK (PAIR) 1
3 16151 GLASS HOLDER WHITE (PAIR) 1
16152 GLASS HOLDER GREY (PAIR) 1
4 03623 FLUORESCENT LAMP 2
5 01752 LIGHT DIFFUSER 1
6 01988 BLOWER WHEEL 1
7 01757 INLET RING 1
8 14131 MICROMESH FILTER (THE PAIR) 1
* V06727 | INSTALLATION & USER MANUAL 1
N 04281 HARDWARE BAG: (1) WIRE CLAMP, (2) WIRE CONNECTORS 1
(6) NO. 6 X 1/2” SCREWS, (5) NO. 8 X 1/2” DOUBLE THREAD SCREWS

; * Item not shown

HL0093
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12. SERVICE PARTS

MODEL QDE
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HLO0095

(6) NO. 6 X 1/2” SCREWS, (5) NO. 8 X 1/2” DOUBLE THREAD SCREWS

KEY| PART
No. No. DESCRIPTION QTY
1 V13296 | ADAPTER/DAMPER 1
V15434 | ROCKER SWITCH WHITE (PAIR)+ OVERLAY WHITE 1
V15433 | ROCKER SWITCH BLACK (PAIR)+ OVERLAY BLACK 1
3 | V03623 | FLUORESCENT LAMP 2
4 | V01752 | LIGHT DIFFUSER 1
5 | V01765 | MoToR 1
6 | V01988 | BLOWER WHEEL 1
7 [ V16119 [ BOTTOM PAN WHITE 1
V16117 | BOTTOM PAN BLACK 1
8 | V01757 | INLET RING 1
9 | V14131 | MICROMESH FILTER (THE PAIR) 1
10 | V02104 | SECONDARY CAPACITOR 7.5UF 1
11 | V06756 | CAPACITOR 11.5puF 1
12 | V03649 | BALLAST HARNESS (SOCKET LAMPS INCLUDED) 1
* V06727 | INSTALLATION & USER MANUAL 1
» | voaos1 HARDWARE BAG: (1) WIRE CLAMP, (2) WIRE CONNECTORS 1

* ltem not shown
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